Induction Explosion Proof Lig

EL-02

Model: TZ



Taizhou Lumen Lighting Co., LTD

¢ 70% more efficiency and 50% energy saving: the light efficiency is 80-85Im/w

and the light could reach up to 140-150 pupil lumens per watt.
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The light's lifespanis as long as 100,000 hours and it's free from maintenance.

<*

People see clearer and healthier in the more uniform light with 80+ CRI.
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High strong and durable fixture with high transmission PC lens.

¢ ExClass: ExdII CT4/CT3 Gb.

Application

¢ Factories;

¢ Power Plants;

¢ Chemical Plants;

¢ Petrochemical Plants;

¢ Gas Stations.
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Product Show
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Specification

Model TZ-EL-02 TZ-EL-02 TZ-EL-02 TZ-EL-02 TZ-EL-02 TZ-EL-02
40W 60W 80W 100W 120W 150w
Power 40W 60W 80W 100w 120W 150w
Lumen 3,200lm 4,800Im 6,400Im 8,000Im 9,600Im 12,000lm
Power Factor >0.99 >0.99 >0.99 >0.99 >0.99 >0.99
Voltage 110-277VAC 110-277VAC 110-277VAC 110-277VAC 110-277VAC 110-277VAC
CCT 2700K-6500K
THD < 10%, International THD Standard
CRI >80
Lminous 50-55
Cover PC
IP Grade Ip65
Ex Class Ex d II CT4/CT3 Gb
Fixture Body Die Casting Aluminium
Temperature 30°C ~ +aseC
Lifespan 100, 000 Hours
Warranty 5 years
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Light Distribution Curve
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Packaging

TZ-EL-02 TZ-EL-02 TZ-EL-02 TZ-EL-02 TZ-EL-02 TZ-EL-02
40W 60W 80W i100W 120W 150w
Carton 450*385* 450%*385%* 450*385* 450*385%* 450%*%385%* 450*385*
Size(mm) 625 625 625 625 625 625
Qty/Carton 5 2 2 2 2 2
(pcs)
G.W(kg) 11 11 11.5 11.5 12.5 12.5
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