
PORTABLE AIRFIELD&HELIPORT LIGHTING        

Specifica�ons may be subject to change without prior no�ce.

Manufacture Compliance:

· ICAO Annex 14, Volume I, 6th Edi�on, July,  2013
· ICAO Aerodromes Design Manual, Chapter 18
· FAA  AC150/5345-46&50B
· CAAC: MH5013-2023
· IEC: TS 61827

Advantages:

· Free maintenance&easy installa�ons.
· The shell an�-UV, an�-aging.
· An�-interference, an�-vibra�on ability.
· Fully sealed structure, excellent waterproof performance.
· Equipped with surge protec�on device.

Physical Features:

· Housing: Flame retardant PC&ABS.
· Outer lens.: UV stabilized polycarbonate.
· Overall size: Dia222mm×230mm.
· IP ra�ng: IP66.
· Opera�ng: -40°C to 60 °C.
· Wind speed: 240km/h.

Electrical Features:

· Lamp:100,000 hours high quality.
· Color:green,white,red,blue,yellow.
· Autonomy: more than 20 Hours
  (At max brightness level).
· Beam Output: omnidirec�onal/bidirec�onal.
· Ba�ery: Lead acid 12V-12AH.

Local/Remote Mode:

· Equipped with Local/Remote switch.
· Equipped with wireless handheld controller.

Charging Features:

· The fixture is equipped with a power indicator 
  light to check the remaining ba�ery power.
· Each light fixture is able to be recharged with 
  our charging adaptor.
· User can choose charging storage box as an op�on. 
  (8 lights loaded).
· Charging �me: 4hours.

Op�onal:
· Op�onal GPS synchronized flash if user needed.
· Op�onal charging storage box  if user needed.
· Power supply is available with solar powered.
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Wireless Control

· 3 levels brightness se�ng.
· Steady or flash se�ng 20/40/60fpm.
· Mul�ple lights wireless control.
· Max 5 group of lights wireless control.
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