
LED Tunnel Light

TUL-A Series

Features Applications
● Multiple functions: Motion sensor, DALI, Zigbee,
0-10V and other smart dimming are your options.

● High luminous efficiency and stability with using
the world-class accessories(LEDs/Driver/etc.).

● Long lifetime with excellent thermal design,high
degree of protection with the Die-cast aluminum
integrated structure.

● Deep anti-glare structural design,UGR<19.

● Shopping mall
● Exhibition hall
● Parking lot
● Playground
● Gymnasium
● Billboards
● Tunnel
● Building facade and public corridor

Options

Model Module Power Input Beam angle Lumen Power
Factor CCT CRI Size(mm) Net

Weight Warranty

CH-TUL-60W-A
One

60W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 320x143x85mm 2.2kg 5 years

CH-TUL-100W-A 100W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 370x163x122mm 2.6kg 5 years

CH-TUL-120W--A

Two

120W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 320x263x85mm 3.5kg 5 years

CH-TUL-120W-AL 120W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 654x110x134mm 3.5kg 5 years

CH-TUL-200W-A 200W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 370x283x122mm 4.0kg 5 years

CH-TUL-180W-A

Three

180W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 320x373x90mm 4.8kg 5 years

CH-TUL-180W-AL 180W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 934x110x134mm 4.8kg 5 years

CH-TUL-300W-A 300W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 370x403x122mm 5.8kg 5 years

CH-TUL240W-A

Four

240W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 320x484x90mm 5.5 5 years

CH-TUL-240W-AL 240W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 1215x110x134mm 5.5 5 years

CH-TUL-400W-A 400W AC100-277V 30°60° 90° 120LM/W >0.95 2700K-6000K >80 370x524x122mm 8.0 5 years



Dimensional drawing

Installation
1. Please turn off the power before operation.
2. LED lamp is extremely bright. To avoid possible damage to the eyes, do not stare into LEDbeam.
3. Please check the working voltage of product from the product label, do not exceed the working voltage range.
4. Input product line: brown or black is L, blue or white is N, yellow-green or green is GND.
5. Be sure wiring is closed and prevent leakage, when installing.
6. Please install and use the product under local fire regulations.

Packaging information

Model Carton size
N.W.

(kg)

G.W

( kg)

QTY.

(PCS)

20’Container

( PCS)

40’Container

( PCS)

CH-TUL-60W-A 34x16x12CM 2.2 3.0 1 4922 8853

CH-TUL-100W-A 39x18x16CM 2.6 3.5 1 2870 5745

CH-TUL-120W--A 34x28x12CM 3.5 5.0 1 2811 5624

CH-TUL-120W-AL 68x13x17CM 3.5 5.0 1 2139 4291

CH-TUL-200W-A 39x30x16CM 4.0 5.5 1 1714 3443

CH-TUL-180W-A 34x39x12CM 4.8 6.5 1 2024 4050

CH-TUL-180W-AL 95x13x17CM 4.8 6.5 1 1527 3065

CH-TUL-300W-A 39x42x16CM 5.8 7.8 1 1230 2460

CH-TUL240W-A 34x50x12CM 5.5 7.5 1 1577 3157

CH-TUL-240W-AL 124x13x17CM 5.5 7.5 1 1146 2319

CH-TUL-400W-A 39x54x16CM 8.0 10.5 1 808 1618

Model Module A x B x C

CH-TUL-60W-A
One

320x143x85mm

CH-TUL-100W-A 370x163x122mm

CH-TUL-120W-A
Two

320x263x85mm

CH-TUL-200W-A 370x283x122mm

CH-TUL-180W-A
Three

320x373x90mm

CH-TUL-300W-A 370x403x122mm

CH-TUL-240W-A
Four

320x484x90mm

CH-TUL-400W-A 370x524x122mm

Model Module A x B x C

CH-TUL-60W-A Two 654x110x134mm

CH-TUL-100W-A Three 934x110x134mm

CH-TUL-120W-A Four 1215x110x134mm

Sling mounted

Bracket mounted


