
Specifications and dimensions subject to change without notice.

Catalog #:

Project:

Prepared by:

Type

Date

DESCRIPTION

DESIGN FEATURES

O
utdoor LE

D
 B

ulkhead

9" Outdoor LED Bulkhead

4421
120V

Construction
• Heavy-duty aluminum die-cast housing with 

architectural finish

Electrical
• Operating voltage120V
• Wet location rated, suitable for use outdoors
• 90CRI, 3000K
• 15W | 700Lm
• Operating temperature: -31ºF (-35ºC) to 122ºF (50ºC)

Installation
• Easy J-box surface mounting for simple installation
• Ceiling and wall mounting capabilities

Lens
• Gasketed frosted acrylic lens protects LEDs and 

diffuses glare while allowing for optimum lumen output

Dimensions
• Ø 8.88" x 2.75" depth

Finish
• Black, brushed aluminum, or oil-rubbed bronze

Certifications
• cCSAus for wet location
• Limited 5 year warranty

A modern take on a classic bulkhead.  This series marries energy efficient, long-life LED technology with contemporary 
architectural styling.  Suitable for use outdoors, these fixtures are perfect for general exterior lighting around entrances, 
stairways, walkways, corridors, parking areas, vehicle ramps, or anywhere that requires efficient lighting with a touch of style.
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ORDERING
Model # Finish CCT

4421 -3K

4421 BK
BA
OB

:
:
:

Black
Brushed Aluminum
Oil-rubbed Bronze

-3K : 3000 K

Model # Dimensions (Dia x D) Lumens Watts

4420 8.88” x 2.75” 850 Lm 15W

4421 8.88” x 2.75” 700 Lm 15W

4422 8.88” x 2.75” 650 Lm 15W

Example: 4421BA-3K
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